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Residential Guidelines

Stairs/Single Family Dwelling

10” Minimum

Tread

exterior residential decks

Open risers allowed on

7-3/4”  Maximum Depth |

Riser Height

 —em—Closed risers required on stairways

inside dwelling

—'I H‘7 3/4”-1-1/4” Nosings

maximum spacing between stringers = 36"|

-:7Full Support i
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attach 2x tread material with 2-#8 screws or .
2-8d nails per board at each stringer or ledger stringer

/7"’93(1 material: 2x or 5/4 board ‘\

<«—Full Béaring

max. span = 8'-0" with 2 stringers maximum span = 16'-6"
" max. span = 11'-3" with 3 stringers ’
CUT STRINGER SOLID STRINGER

2x4 ledger, each side, full

stringers depth of tread; attach with
4-10d nails or #8 wood screws
CUT STRINGER SOLID STRINGER

Riser height - the greatest riser height shall not exceed the smallest by more than 3/8”

Exception: the top or bottom riser of an interior stair may deviate by no more than 1” but

in no case may the riser exceed the maximum height of 7 34"

Tread depth - the greatest tread depth shall not exceed the smallest by more than 3/8”

Nosing profile - the greatest nosing projection shall not exceed the smallest by more than 3/8”




SPLIT LANDING REQUIREMENTS

Minimum 10™ 7 Y Minimum 10"

—— oy B
— -l L

Minimum 36" Finished

Minimum 6"

i ——

CONTINUOUS HANDRAIL | P Y T

¥
Minimum 10"

, Y
i
Minimum 10"

v

-=s—— Minimum 36" Finished —=-




